
For low to medium viscosity products

Contherm® Core Scraped-Surface Heat Exchanger

Application
Scraped-surface heat exchangers (SSHE) are at the heart 
of both continuous and semi-continuous viscous food and 
personal care processes. The Contherm® Core SSHE pro-
vides exceptional thermal efficiency, which is a prerequisite for 
viscous processing. Contherm Core ensures higher throughput, 
uniform heat transfer and more economical operation, compared 
to other heat exchangers. 

Contherm Core is designed specifically to process low to 
medium viscosity products, such as soups, sauces, ketchup, 
fruit purees, dressings, baby food and desserts as well as skin 
lotions, facial cream and shampoo. 

Contherm Core features and benefits 
•	 �The 6x11 model  offers 0.15 m2 (1.62 ft2.) larger surface  

area than other scraped-surface heat exchangers in the 
market

•	 Features the same proven critical core components of 	
	 the Contherm including the heat transfer cylinder, seals  
	 and blades 

•	 �The Contherm Core can handle up to 50,000 cps 
and 25 mm (1 inch) particles

•	 Optional flushed seals allow for aseptic processing

Design
When processing less complicated low to medium viscosity 
products, sometimes a more simple scraped-surface heat 
exchanger solution is needed.  Based on the traditional 
Contherm and exact “core” components, Contherm Core was 
developed to provide a cost-effective, simple design  
with the quality and reliability expected from Alfa Laval. 

This design ensures easy installation and reliable operation 
adding up to an increased product lifetime and return on 
investment.

Contherm Core is only available in a horizontal installation 
frame and with an option to stack three Contherm Core units 
on top of each other. The frame set-up requires only a 
minimum of interconnecting pipework and is made of  
bead-blasted 304 stainless steel.
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