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SPECIFICATIONS AND ORDERING INFORMATION

Thermo Scientific Maxisafe 2020, Class II Biosafety Cabinet

Model Unit Maxisafe 2020 0.9 Maxisafe 2020 1.2 Maxisafe 2020 1.5 Maxisafe 2020 1.8

Order No. 51026651 51026652 51026653 51026654

Description: Biological Safety Cabinet Class II, with  Class II, with   Class II, with Class II, with 

triple HEPA-filter system  triple HEPA-filter system  triple HEPA-filter system   triple HEPA-filter system

Dimensions

Exterior Dimensions H/W/D mm 1586/1000/870 1586/1300/870 1586/1600/870 1586/1900/870

Exterior Dimensions H/W/D inches 62,2/39,4/34,3 62,2/51,2/34,3 62,2/63/34,3 62,2/74,8/34,3

Usable Work Area/Interior H/W/D mm 780/900/465 780/1200/465 780/1500/465 780/1800/465

Usable Work Area/Interior H/W/D inches 30,7/35,4/18,3 30,7/47,2/18,3 30,7/59,1/18,3 30,7/70,9/18,3

Work Surface Height (adjustable) mm/inches 750-950/30-37 750-950/30-37 750-950/30-37 750-950/30-37

Working Height of front window mm/inches 200/8 200/8 200/8 200/8

Maximum Opening Height of front window mm/inches 780/31 780/31 780/31 780/31

Shipping Dimensions H/W/D1) mm 1760/1110/925 1760/1410/925 1760/1710/925 1760/2010/925

Shipping Dimensions H/W/D1) inches 69,3/43,7/36,4 69,3/55,5/36,4 69,3/67,3/36,4 69,3/79,1/36,4

Weight

Net Weight kg/lbs 200/441 240/529 280/617 330/728

Shipping Weight1) kg/lbs 220/485 265/584 310/683 365/805

Max. load capacity of one-piece work surface kg/lbs 50/110 50/110 50/110 50/110

Max. load capacity of single segmented kg/lbs 25/55 25/55 25/55 25/55

worksurface per 30 cm segments4) (Total load) (50/110) (50/110) (75/165) (75/165)

Ventilation system

Exhaust/inflow air volume m3/h/CFM 288/170 386/227 483/284 580/341

Exhaust volume, thimble connection m3/h/CFM 375/221 501/295 628/369 754/444

Heat emissionat 25 °C room temperature    

Operation mode (non-vented) W/BTU/hr 200/682 240/819 305/1041 420/1433

Reduced flow mode (non-vented) W/BTU/hr 40/136 40/136 70/239 70/239

Filter Specification

Primary/Supply/exhaust air filters H14 HEPA EN 1822, 99.995% at the most penetrating particle size

Ergonomics

Noise pressure level2) dB (A) 56 56 58 58

Lighting power lx/fc >800/74 >850/79 >1250/116 >1300/121

Electrical dataVoltage V 230 230 230 230

Frequency  Hz 50/60 50/60 50/60 50/60

Energy Consumption, operating set point3) W 200 240 305 420

Energy Consumption, reduced flow mode W 40 40 70 70

Max Current Consumption A 7,3 7,3 8,7 8,7

Protection Class I / IP 20 I / IP 20 I / IP 20 I / IP 20

Features

Receptacles One duplex on each side wall. The receptacles have a load capacity of up to 5 A and are protected with 

T 5 A fuses. When all receptacles are in use simultaneously they must not exceed the maximum total load capacity of 5 A

Access Ports 4 standard (2 on each side wall) 

Service Valves Up to 4 may be installed through access ports (2 on each side wall) 

Up to 6 more may be factory installed on rear wall (optional)
1) export packaging dimensions and weight on request
2) tested according to EN 12469, at setpoint of cabinet and with front window at 200 mm working height
3) Clean filters, fans operating at nominal set point, interior lighting activated
4) The total load on overall working area must not exceed the indicated weight

© 2009 Thermo Fisher Scientific Inc. All rights reserved. All trademarks are the property of Thermo Fisher Scientific Inc. and its subsidiaries. 
Specifications, terms and pricing are subject to change. Not all products are available in all countries. Please consult your local sales representative for details.

www.thermo.com/bsc

North America:USA/Canada +1 866 984 3776 (866-9-THERMO) 
Europe:Austria +43 1 801 40 0, Belgium +32 2 482 30 30, France +33 2 2803 2180, Germany national toll free 08001-536 376,
Germany international +49 6184 90 6940, Italy +39 02 02 95059 434-254-375, Netherlands +31 76 571 4440, Nordic/Baltic countries +358 9 329 100,
Russia/CIS +7 (812) 703 42 15, Spain/Portugal +34 93 223 09 18, Switzerland +41 44 454 12 12, UK/Ireland +44 870 609 9203
Asia:China +86 21 6865 4588 or +86 10 8419 3588, India toll free 1800 22 8374, India +91 22 6716 2200, Japan +81 45 453 9220,
Other Asian countries +852 2885 4613 Countries not listed:+49 6184 90 6940 or +33 2 2803 2180
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